
SE Denna produkt innehåller en ljuskälla med energieffektivitetsklass F
DK Dette produkt indeholder en lyskilde i energieffektivitetsklasse F
NO Dette produktet inneholder en lyskilde med energieffektivitetsklasse F
FI Tämä tuote sisältää valonlähteen, jonka energiatehokkuusluokka on F
ENG This product contains a light source of energy efficiency class F ALVA 420





NORO Alva 420 (mm)

Measurements for installation of electricity
Installationsmål for el
Installasjonsmål for el
Sähkön asennusmitat
Installationsmått för elSE
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=Electric outlet

=Udtag til el

=Strømuttak

= Sähköliitäntä

=Uttag för el

=Optional area for electrical wiring

=Alternativt område for fremtagning af el

=Alternativt område ved fremdragning av elektrisitet

= Vaihtoehtoinen alue sähkönsyötölle

=Alternativt område för framdragning av elSE
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1）The light source of this luminaire is not replaceable; when the light source reaches its end of life the 
       whole luminaire shall be replaced

2）If the flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by the 
       manufacturer or his service agent or a similar qualified person in order to avoid a hazard

3）The Minimum distance from lighted objects is 0,3 m.

4）For indoor use only.
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